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Contact
CN: shanghai@frontmatec.com
Phone: +86 215 859 4850 

DE: hygiene@frontmatec.com
Phone: +49 252 185 070

DK: kolding@frontmatec.com
Phone: +45 763 427 00

ES: barcelona@frontmatec.com
Phone: +34 932 643 800

NL: rijssen@frontmatec.com
Phone: +31 886 294 000

RU: moscow@frontmatec.com
Phone: +7 495 424 9559

UK: birmingham@frontmatec.com
Phone: +44 121 313 3564

US: kansascity@frontmatec.com
Phone: +1 816 891 2440

itec-hygiene.com
frontmatec.com

Hygiene station type 23876-800

Production entry with sole cleaning  
and disinfection
Optionally with access control, hand cleaning and hand 
disinfection
 ▪ Hygienically open design for effective cleaning of all machine  

 parts
 ▪ Anti-slip surface, step guidance and Safety Grip hand rail
 ▪ Gradual process flow
 ▪ Roller brushes for efficient sole cleaning and disinfection
 ▪ Low water and energy consumption
 ▪ Sensor-operated hand cleaning basin with soap or disinfectant  

 dispenser and paper towel dispenser or hot air hand dryer
 ▪ Mano Control type 23745 for touchless hand disinfection with  

 motor-driven turnstile for access control

Technical data
Type Hygiene station type 23876-800
Power supply 400V, 3/N/PE
Mains frequency 50-60 Hz
Power consumption 0.8-2.4 kW
Control voltage 24V DC   
Protection class IP65
Water supply ½” max. 65°C
Drain R2 ½“
Technical data may be subject to changes


